TYPICAL SECTIONS

PROPOSED TYPICAL SECTION - IL RTE 76

STA 227+00 - STA 232+87.43
STA 243+39.38 - STA 246+00
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E;[/ / / ——EXISTING 9-6-9 PAVEMENT WITH 12.8” OVERLAY o \—TOPSOIL FURNISH AND PLACE, 6"
i / / PAVEMENT REMOVAL l:]
/ GEOTECHNICAL REINFORCEMENT (SEE TABLE)
L  SUB-BASE GRANULAR MATERIAL, TYPE A (SEE TABLE)
HMA FULL-DEPTH PAVEMENT 12 1/2"
10 1/2'" HMA BINDER COURSE, IL 19.0, N70 (112 LBS/SQ YD/IN)
2" HMA SURFACE COURSE, MIX “D’, N7O (112 LBS/SQ YD/IN) TABLE
/ HMA SHOULDERS 6
SUB-BASE GRANULAR MATERIAL, TYPE A THICKNESSES
2" HMA SURFACE COURSE, MIX "/C", N50
/ 24" 127 WITH GEOTECHNICAL 18"
*x CA6 OR CAL0 REINFORCEMENT
STATIONS STATIONS STATIONS
PROPOSED TYPICAL SECTION - IL RTE 76 227+00 - 232487 & 232487 - 235+50 244450 - 246-+00
STA 232+87.43 - STA 243+39.38 235450 - 244450

8’ 12/ 14/ 8J VAR | 12’ .8

/

EI ’ /?’ LEXISTING 9-6-9 PAVEMENT WITH 12.8"” OVERLAY
/ ——PAVEMENT REMOVAL

L GEOTECHNICAL REINFORCEMENT (SEE TABLE)

SUB-BASE GRANULAR MATERIAL, TYPE A (SEE TABLE)

HMA FULL-DEPTH PAVEMENT 12 1/2"”
/ 10 1/2"” HMA BINDER COURSE, IL 19.0, N70 (112 LBS/SQ YD/IN)

2’ HMA SURFACE COURSE, MIX “D”, N7O (112 LBS/SQ YD/IN)
/ HMA SHOULDERS 6"
i' —2" HMA SURFACE COURSE, MIX "C"”, NS0
*» CA6 OR CAIO

* NO DITCH RT STA 233450 - RT STA 237+00
** INCLUDED IN THE COST OF HMA SHOULDERS
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